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PART I

SCOPE OF WORK
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ADMINISTRATIVE DISTRICT - 06
CONTRACT ID - 132127
059GR13P050-FD05
COUNTY - KENTON

PCN - MP05900081301
FDO05 059 0008 006-008

4TH AND 5TH STREETS (KY 8) (MP 6.147) FROM SPRING STREET EXTENDING EAST TO CAMPBELL COUNTY
LINE (MP 7.662), A DISTANCE OF 01.52 MILES.ASPHALT RESURFACING

GEOGRAPHIC COORDINATES LATITUDE 39:05:13.00 LONGITUDE 84:30:44.00

PCN - MP05911201301
FDO05 059 1120 000-002

11TH AND 12TH STREETS (KY 1120) (MP 0.685) FROM MADISON AVENUE-SCOTT STREET EXTENDING EAST TO
START OF CONCRETE PAVEMENT (MP 1.106), A DISTANCE OF 0.42 MILES.ASPHALT RESURFACING

GEOGRAPHIC COORDINATES LATITUDE 39:04:41.00 LONGITUDE 84:30:19.00

COMPLETION DATE(S):
COMPLETED BY 11/15/2013 APPLIES TO ENTIRE CONTRACT

Contract ID: 132127
Page 4 of 65
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CONTRACT NOTES

PROPOSAL ADDENDA

All addenda to this proposal must be applied when calculating bid and certified in the bid
packet submitted to the Kentucky Department of Highways. Failure to use the correct
and most recent addenda may result in the bid being rejected.

BID SUBMITTAL

Bidder must use the Department’s Expedite Bidding Program available on the Internet
web site of the Department of Highways, Division of Construction Procurement.
(www.transportation.ky.gov/contract)

The Bidder must download the bid file located on the Bid Express website
(www.bidx.com) to prepare a bid packet for submission to the Department. The bidder
must submit electronically using Bid Express.

JOINT VENTURE BIDDING

Joint venture bidding is permissible. All companies in the joint venture must be
prequalified in one of the work types in the Qualifications for Bidders for the project.
The bidders must get a vendor ID for the joint venture from the Division of Construction
Procurement and register the joint venture as a bidder on the project. Also, the joint
venture must obtain a digital ID from Bid Express to submit a bid. A joint bid bond of
5% may be submitted for both companies or each company may submit a separate bond
of 5%.

UNDERGROUND FACILITY DAMAGE PROTECTION

The contractor is advised that the Underground Facility Damage Protection Act of 1994,
became law January 1, 1995. It is the contractor’s responsibility to determine the impact
of the act regarding this project, and take all steps necessary to be in compliance with the
provision of the act.

SPECIAL NOTE FOR PIPE INSPECTION

Contrary to Section 701.03.08 of the 2012 Standard Specifications for Road and Bridge
Construction and Kentucky Method 64-114, certification by the Kentucky Transportation
Center for prequalified Contractors to perform laser/video inspection is not required on
this contract. It will continue to be a requirement for the Contractor performing any
laser/video pipe inspection to be prequalified for this specialized item with the Kentucky
Transportation Cabinet-Division of Construction Procurement.

Contract ID: 132127
Page 5 of 65
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REGISTRATION WITH THE SECRETARY OF STATE BY A FOREIGN
ENTITY

Pursuant to KRS 176.085(1)(b), an agency, department, office, or political subdivision of
the Commonwealth of Kentucky shall not award a state contract to a person that is a
foreign entity required by KRS 14A.9-010 to obtain a certificate of authority to transact
business in the Commonwealth (“certificate”) from the Secretary of State under KRS
14A.9-030 unless the person produces the certificate within fourteen (14) days of the bid
or proposal opening. If the foreign entity is not required to obtain a certificate as
provided in KRS 14A.9-010, the foreign entity should identify the applicable exception.
Foreign entity is defined within KRS 14A.1-070.

For _all foreign entities required to obtain a certificate of authority to transact
business in the Commonwealth, if a copy of the certificate is not received by the
contracting agency within the time frame identified above, the foreign entity’s
solicitation response shall be deemed non-responsive or the awarded contract shall
be cancelled.

Businesses can register with the Secretary of State at
https://secure.kentucky.gov/sos/ftbr/welcome.aspx .

SPECIAL NOTE FOR PROJECT QUESTIONS DURING ADVERTISEMENT

Questions about projects during the advertisement should be submitted in writing to the
Division of Construction Procurement. This may be done by fax (502) 564-7299 or
email to kytc.projectquestions@ky.gov. The Department will attempt to answer all
submitted questions. The Department reserves the right not to answer if the question is
not pertinent or does not aid in clarifying the project intent.

The deadline for posting answers will be 3:00 pm Eastern Daylight Time, the day
preceding the Letting. Questions may be submitted until this deadline with the
understanding that the later a question is submitted, the less likely an answer will be able
to be provided.

The questions and answers will be posted for each Letting under the heading “Questions
& Answers” on the Construction Procurement website
(www.transportation.ky.gov/contract). The answers provided shall be considered part of
this Special Note and, in case of a discrepancy, will govern over all other bidding
documents.

HARDWOOD REMOVAL RESTRICTIONS
The Kentucky Division of Forestry has imposed a quarantine in Anderson, Boone,
Bourbon, Boyd, Boyle, Bracken, Campbell, Carroll, Fayette, Franklin, Gallatin, Garrard,
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Grant, Greenup, Hardin, Harrison, Henry, Jefferson, Jessamine, Kenton, Oldham, Owen,
Pendleton, Scott, Shelby, Trimble, and Woodford Counties to prevent the spread of an
invasive insect, the emerald ash borer. Hardwood cut in conjunction with the project
may not be removed from the county of its origin. Chipping or burning on site is the
preferred method of disposal.

INSTRUCTIONS FOR EXCESS MATERIAL SITES AND BORROW SITES
Identification of excess material sites and borrow sites shall be the responsibility of the
Contractor. The Contractor shall be responsible for compliance with all applicable state
and federal laws and may wish to consult with the US Fish and Wildlife Service to seek
protection under Section 10 of the Endangered Species Act for these activities.

ACCESS TO RECORDS

The contractor, as defined in KRS 45A.030 (9) agrees that the contracting agency, the
Finance and Administration Cabinet, the Auditor of Public Accounts, and the Legislative
Research Commission, or their duly authorized representatives, shall have access to any
books, documents, papers, records, or other evidence, which are directly pertinent to this
contract for the purpose of financial audit or program review. Records and other
prequalification information confidentially disclosed as part of the bid process shall not
be deemed as directly pertinent to the contract and shall be exempt from disclosure as
provided in KRS 61.878(1)(c). The contractor also recognizes that any books, documents,
papers, records, or other evidence, received during a financial audit or program review
shall be subject to the Kentucky Open Records Act, KRS 61.870 to 61.884.

In the event of a dispute between the contractor and the contracting agency, Attorney
General, or the Auditor of Public Accounts over documents that are eligible for
production and review, the Finance and Administration Cabinet shall review the dispute
and issue a determination, in accordance with Secretary's Order 11-004. (See attachment)

09/26/2012

Contract ID: 132127
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SPECIAL NOTE FOR RECIPROCAL PREFERENCE

Reciprocal preference to be given by public agencies to resident bidders

By reference, KRS 45A.490 to 45A.494 are incorporated herein and in compliance
regarding the bidders residency. Bidders who want to claim resident bidder status
should complete the Affidavit for Claiming Resident Bidder Status along with their
bid in the Expedite Bidding Program. Submittal of the Affidavit should be done
along with the bid in Bid Express.

03/01/2011



KENTON COUNTY Contract ID: 132127
059GR13P050-FD05 Page 9 of 65

DEFERRED PAYMENT: The successful bidder on this project may request a work order with an effective date prior to June
15, 2013. The successful bidder must make the request in writing to the Department. The Department will issue awork at the
request of the Contractor with the distinct under standing that payment for any Work Performed Estimates may be delayed
until July 15, 2013. Unlessthe successful bidder requests an earlier work order date, the Department will issue a work order
on June 15, 2013 for this project.

NATIONAL HIGHWAY (KY 8)
Be advised this project is on the NATIONAL HIGHWAY SYSTEM.

SURFACING AREAS

KY 8

The Department estimates the mainline surfacing width to vary from 27-39 feet.

The Department estimates the total mainline area to be surfaced to be 38,778 square yards.
KY 1120

The Department estimates the mainline surfacing width to vary from 28-29 feet.

The Department estimates the total mainline area to be surfaced to be 12,609 sgquare yards.

ASPHALT MIXTURE
Unless otherwise noted, the Department estimates the rate of application for all asphalt mixturesto be 110 Ibs/sy per inch of depth.

INCIDENTAL SURFACING

The Department has included in the quantities of asphalt mixtures established in the proposal estimated quantities required for
resurfacing or surfacing mailbox turnouts, farm field entrances, residential and commercial entrances, curve widening, ramp gores and
tapers, and road and street approaches, as applicable. Pave these areas to the limits as shown on Standard Drawing RPM-110-06 or as
directed by the Engineer. In the event signal detectors are present in the intersecting streets or roads, pave the crossroads to the right
of way limit or back of the signal detector, whichever is the farthest back of the mainline. Surface or resurface these areas as directed
by the Engineer. The Department will not measure placing and compacting for separate payment but shall be incidental to the
Contract unit price for the asphalt mixtures.

FUEL AND ASPHALT PAY ADJUSTMENT

The Department has included the Contract items Asphalt Adjustment and Fuel Adjustment for possible future payments at an
established Contract unit price of $1.00. The Department will calculate actual adjustment quantities after work is completed. If
existing Contract amount is insufficient to pay all items on the contract with the adjustments, the Department will establish additional
monies with a change order.

OPTION A

Be advised that the Department will accept compaction of asphalt mixtures furnished for driving lanes and ramps, at 1 inch (25mm) or
greater, on this project according to OPTION A in accordance with Section 402 and Section 403 of the current Standard
Specifications. The Department will require joint cores as described in Section 402.03.02 for surface mixtures only. The Department
will accept compaction of all other asphalt mixtures according to OPTION B.



KENTON COUNTY Contract ID: 132127
059GR13P050-FD05 Page 10 of 65

SPECIAL PROVISION FOR WASTE AND BORROW SITES

Obtain U.S. Army Corps of Engineer’s approval before utilizing a waste or borrow site that
involves “Waters of the United States’. The Corps of Engineers defines “Waters of the United
States’ as perennia or intermittent streams, ponds or wetlands. The Corps of Engineers aso
considers ephemeral streams, typically dry except during rainfall but having a defined drainage
channel, to be jurisdictional waters. Direct questions concerning any potential impacts to
“Waters of the United States’ to the attention of the appropriate District Office for the Corps of
Engineers for a determination prior to disturbance. Be responsible for any fees associated with
obtaining approval for waste and borrow sites from the U.S. Army Corps of Engineer or other
appropriate regulatory agencies.

1-296 Waste & Borrow Sites
01/02/2012



KENTON COUNTY Contract ID: 132127
059GR13P050-FD05 Page 11 of 65

SPECIAL NOTE FOR
ASPHALT MILLING AND TEXTURING

Begin paving operations within 48 hours of commencement of the milling operation. Continue
paving operations continuously until completed. If paving operations are not begun within this
time period, the Department will assess liquidated damages at the rate prescribed by Section
108.09 until such time as paving operations are begun.

Contrary to Section 408, the Department will retain possession of the material obtained from the
milling operations. Deliver this material to the State Maintenance facility in Kenton County.
The Contractor, at his option, may elect to keep this material at an agreed cost of $7.50 per ton.
If the Contractor elects this option, the Department will deduct the cost for this material from
money due on the Contract.

NOTICE TO CONTRACTOR: The Department considerstransfer of millingsto the state
maintenance facility to be a part of the construction project, therefore truck operators are
subject to receiving prevailing wages.



KENTON COUNTY Contract ID: 132127
059GR13P050-FD05 Page 12 of 65

SPECIAL NOTESFOR BASE FAILURE REPAIR

Repair locations listed on the summary are approximate only. The Engineer will determine
actual repair locations and dimensions at the time of construction. Prior to milling and/or
resurfacing, saw cut the existing pavement, asphalt surface, base, DGA, and PCC pavement (if
present). Excavate to an approximate depth of 12 inches below the existing pavement surface
level. Use al possible care to avoid damaging existing culvert pipes and any existing
underground utilities. Repair or restore any damaged items at no additional cost to the
Department. Remove and dispose of all materials off the Right-of-way at sites obtained by the
Contractor at no additional cost to the Department.

On the same day trench is excavated, backfill the excavated area with 6 inches of Crushed
Limestone Size No. 23 wrapped on the bottom and sides in Table |11 Geotextile Fabric. Backfill
the remaining area with Class 2 Asphalt Base 1.00D PG64-22 in 4 inch maximum courses up to
the existing pavement surface. Compact the asphalt base to the compaction required in Section
403.03.10. Sedl the asphalt base with leveling and wedging. Perform all base failure repairs in
such a manner that removal and replacement are completed on the same day. Do this work as
one of the Contractor’s first operations in order to allow further compaction by traffic. Do not
mill or place new asphalt surface over repaired base failure areas until a minimum of 7 calendar
days have elapsed after placement of the final course of asphalt base. After a minimum of 7
calendar days and when the Engineer determines the base failure repair areas have sufficiently
stabilized, begin milling and/or resurfacing operations. Prior to milling and/or constructing the
new asphalt surface, level and wedge any settlement of the repair areas.

The bidder must draw conclusions as to the conditions encountered. The Department does not
give any guarantee as to the accuracy of the data and will not consider any claim for additional
compensation if the materials encountered that are not in accord with the classification shown.

Accept payment at the Contract unit prices per square yard for Base Failure Repair and per ton
for Leveling and Wedging as full compensation for all labor, materias, equipment, and
incidentals for saw cutting pavement and excavating and disposing of all materials; furnishing
and placing crushed limestone stone wrapped in geotextile fabric; furnishing and placing asphalt
base up to the pavement boundary; leveling and wedging until the repair areas stabilize; and all
other items necessary to complete the work according to these notes to the satisfaction of the
Engineer.
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SPECIAL NOTE FOR TYPICAL SECTION DIMENSIONS

Consider the dimensions shown on the typical sections for pavement and shoulder widths and
thickness' to be nominal or typical dimensions. The Engineer may direct or approve varying the
actual dimensions to be constructed to fit existing conditions. Do not widen existing pavement or
shoulders unless specified elsewhere in this proposal or directed by the engineer.

1-3725 Typical Section Dimensions
01/02/2012
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SPECIAL NOTE FOR SIDEWALK RAMPS & DETECTABLE WARNINGS

GENERAL

Unless otherwise stated in the contract, or as directed by or with prior approva from the Engineer,
construct Sidewalk Ramps and Detectable Warnings in accordance with Section 505; Supplemental
Specifications, Standard Drawings RPM-150-07, RPM-152-07, RPM-170-08, RPM-172-06, and RGX-
040-02, current editions, as applicable. Saw cut existing sidewalks, curb and gutter, and pavement, if
present, as shown on the detail and reconstruct sidewalk ramps with detectable warnings as directed or
approved by the Engineer. Unless specified otherwise in the Contract, construct sidewalk with 4”
nominal minimum required thickness; however, if the existing sidewalk thickness is found to be greater
or less than the thickness specified, transition the thickness as directed by the Engineer.

Except as required by the work, do not disturb drainage pipe, catch basins, and other roadway features,
appurtenances and installations. Restore any roadway features, appurtenances, and installations damaged
by the work in like kind materials and design at no additional cost to the Department. Dispose of all
waste off the right of way at sites obtained by the Contractor at ho additional cost to the Department (see
Specia Note for Waste and Borrow).

MEASUREMENT & PAYMENT

SIDEWALK RAMPS — The Department will measure Sidewalk Ramps in accordance with Section
505.04; however, the Department will not measure Roadway Excavation or Embankment in Place, but
shall be incidental to the Sidewalk. Accept payment at the Contract unit price per square yard as full
compensation for all labor, materials, equipment, and incidentals required for removal and disposal of
existing sidewalk and curb and gutter, excavation and embankment, construction of the sidewalk ramps,
reconstruction of the adjacent curb and/or sidewak as necessary to install the sidewak ramps, and
restoration of disturbed features in accordance with these notes or as directed by the Engineer.

DETECTABLE WARNINGS — The Department will measure and make payment for Detectable
Warnings in accordance with Section 505 and Sandard Drawing RGX-040-02, current editions.

1-3791 Sidewak Ramps Pay SY
04/20/2012
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TRAFFIC CONTROL PLAN

TRAFFIC CONTROL GENERAL

Except as provided herein, maintain and control traffic in accordance with the Standard and
Supplemental Specifications and the Standard and Sepia Drawings, current editions. Except for the
roadway and traffic control bid items listed, al items of work necessary to maintain and control
traffic will be paid at the lump sum bid price to "Maintain and Control Traffic".

Contrary to Section 106.01, furnish new, or used in like new condition, traffic control devices at the
beginning of the work and maintain in like new condition until completion of the work.

PROJECT PHASING & CONSTRUCTION PROCEDURES

Do not erect lane closures on the following days.

May 24, 2013 — May 27, 2013 Memorial Day Weekend
July 4, 2013 Independence Day
August 30, 2013 — September 2, 2013 Labor Day Weekend

Due to high traffic volumes, night work will be required. Obtain the Engineer’s approval of the
method of lighting prior to performing night work. In order to minimize the impact on traffic and
surrounding businesses, working hours will be 8:00 p.m. to 6:00 am. Monday through Friday.
Work may be performed on weekends from 8:00 pm Friday to 6:00 am Monday unless the City
of Covington is having a special event. The Project Engineer may allow work to be performed
on weekdays between 9 am. and 3 p.m.

Maintain at least one lane of traffic at all times on both 4™ and 5 Streets. Traffic may be
flagged from Spring St (MP 6.147) to the concrete pavement (MP 6.239).

Maintain at least one lane of traffic at all times on both 11™ and 12" Streets. Traffic may be
flagged on 11" St. from Madison Ave (MP .713) to Scott St (MP .799).

The Engineer may specify additional days and hours when lane closures will not be allowed.

At locations with three or more lanes, maintain one lane of traffic in each direction at al times
during construction. At locations with two lanes, maintain aternating one way traffic during
congtruction. Provide a minimum clear lane width of 11 feet; however, provide for passage of
vehicles of up to 16 feet in width. If traffic should be stopped due to construction operations, and a
school bus on an officia run arrives on the scene, make provisions for the passage of the bus as
quickly as possible.

.Take these restrictions into account in submitting bid. The Department will not consider any
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Traffic Control Plan
Page2 of 4

claims for money or grant contract time extensions for any delays to the Contractor as a result of
these restrictions.

LANE CLOSURES

Do not leave lane closures in place during non-working hours.

SIGNS

Contrary to section 112.04.02, only long term signs (signs intended to be continuoudly in place for
more than 3 days) will be measured for payment; short term signs (signs intended to be | eft in place
for 3 days or less) will not be measured for payment but will be incidental to Maintain and Control
Traffic.

CHANGEABLE MESSAGE SIGNS

If deemed necessary by the Engineer, the Department will furnish, operate, and maintain
Changeable Message Signs.

TEMPORARY ENTRANCES

The Engineer will not require the Contractor to provide continuous access to farms, single family,
duplex, or triplex residential properties during working hours; however, provide reasonable egress
and ingress to each such property when actual operations are not in progress at that location. Limit
the time during which a farm or residential entrance is blocked to the minimum length of time
required for actual operations, not extended for the Contractor's convenience, and in no case
exceeding six (6) hours. Notify al residents twenty-four hours in advance of any driveway or
entrance closings and make any accommodations necessary to meet the access needs of disabled
residents.

Except as alowed by the Phasing as specified above, maintain direct access to al side streets and
roads, schools, churches, commercia properties and apartments or apartment complexes of four or
more units at all times.

The Department will measure asphalt materias required to construct and maintain any temporary
entrances which may be necessary to provide temporary access; however, the Department will not
measure aggregates, excavation, and/or embankment, but shall be incidental to Maintain and
Control Traffic. The Engineer will determine the type of surfacing material, asphalt or aggregate, to
be used at each entrance.
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Traffic Control Plan
Page 3 of 4

TRAFFIC SIGNAL LOOPS

Install traffic signal loops according to the Special Notes for Traffic Signal Loop Replacement.
Coordinate the placement of the loops with the Engineer.

THERMOPLASTIC INTERSECTION MARKINGS

Consider the locations listed on the summary as approximate only. Prior to milling and/or
resurfacing, locate and document the locations of the existing markings. After resurfacing,
replace the markings at their approximate existing locations or as directed by Engineer. Place
markings not existing prior to resurfacing as directed by the Engineer.

BARRICADES

The Department will not measure barricades used in lieu of barrels and cones for channdization or
delineation, but shall be incidental to Maintain and Control Traffic according to Section 112.04.01.

The Department will measure barricades used to protect pavement removal areas in individua units
Each. The Department will measure for payment the maximum number of barricades in
concurrent use at the same time on a single day on all sections of the contract. The Department
will measure individual barricades only once for payment, regardless of how many times they are
set, reset, removed, and relocated during the duration of the project. The Department will not
measure replacements for damaged barricades the Engineer directs to be replaced due to poor
condition or reflectivity. Retain possession of the Barricades upon completion of the work.

PAVEMENT MARKINGS

If there is to be a deviation from the existing striping plan, the Engineer will furnish the
Contractor a striping plan prior to placement of the final surface course. Install Temporary
Striping according to Section 112 with the following exceptions:

1. Include edge linesin Temporary Striping; and

2. Place Temporary or Permanent Striping before opening alaneto traffic; and

3. If the Contractor's operations or phasing requires temporary markings that must
subsequently be removed from the final surface course, use an approved removable lane
tape; however, the Department will not measure removable lane tape for separate
payment, but will measure and pay for removable lane tape as temporary striping.
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PAVEMENT EDGE DROP-OFFS

Contract ID: 132127
Page 18 of 65

Do not alow a pavement edge between opposing directions of traffic or lanes that traffic is
expected to cross in a lane change situation with an elevation difference greater than 1v%".
Warning signs (MUTCD W8-11 or W8-9A) in advance of and at 1500’ intervals throughout the
drop-off area. Dual post the signs on both sides of the traveled way. Wedge all transverse
transitions between resurfaced and unresurfaced areas which traffic may cross with asphalt mixture
for leveling and wedging. Remove the wedges prior to placement of the final surface course.

Protect pavement edges that traffic is not expected to cross, except accidentally, as follows:

Lessthan 2" - No protection required.

2’ to 4" - Place plastic drums, vertical panels, or barricades every 50 feet. During
daylight working hours only, the Engineer will alow the Contractor to use conesin
lieu of plastic drums, panels, and barricades. Wedge the drop-off with DGA or
asphalt mixture for leveling and wedging with a 1:1 or flatter dope in daylight
hours, or 3:1 or flatter ope during nighttime hours, when work is not active in the
drop-off area.

Greater than 4 - Protect drop-offs greater than 4 inches within 10 feet of traffic by
placing drums, vertical panels, or barricades every 25 feet. The Engineer will not
allow the use of cones in lieu of drums, vertical panels, or barricades for drop-offs
greater than 4”. Place Type |11 Barricades directly in front of the drop-off facing on
coming traffic in both directions of travel. Provide warning signs as shown on the
Standard Drawings or as directed by the Engineer

Pedestrians & Bicycles - Protect pedestrian and bicycle traffic as directed by the
enginesr.

Place
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SPECIAL NOTE FOR TRAFFIC SIGNAL LOOP DETECTORS

I. DESCRIPTION.

Be advised there are existing traffic signal loop detectors within the construction limits of this
project. Except as specified herein, perform traffic signal loop replacement in accordance with the
Department's Standard and Supplemental Specifications and Standard and Sepia Drawings, current
editions. Article references are to the Standard Specifications. Furnish all materials, labor,
equipment, and incidentals for replacement of traffic signal loop installation(s) and all other work
specified as part of this contract.

1. MATERIALS.

Except as specified herein, furnish materials in accordance with Section 723. Provide for materials to be
sampled and tested in accordance with the Department's Sampling Manual. Make materials available
for sampling a sufficient time in advance of the use of the materials to allow for the necessary time for
testing, unless otherwise specified in these Notes.

A. Maintain and Control Traffic. See Traffic Control Plan.
B. Sand. Furnish natural sand meeting the requirements of 804.04.01.
C. Seeding. Use Seed Mix Type I.

D. Loop Saw Slot and Fill. Furnish loop sealant, backer rod, and non-shrink grout
according to the Saw Slot Detail.

I11. CONSTRUCTION METHODS.

Except as specified herein, install and test Traffic Signal Loop Detectors in accordance with
Section 723 and the drawings.

A. Coordination. Notify the Engineer in writing, two (2) weeks prior to beginning any
work. The Engineer will contact and maintain liaison with the District Traffic Engineer
and the Central Office Division of Traffic Operations to coordinate the Department’s
operations with the Contractor’s work.

B. Maintain and Control Traffic. See Traffic Control Plan.

C. Milling. On projects involving milling and texturing of the existing pavement, install
loops in the existing pavement before performing the milling and texturing. If, after
milling, the remnant contents of the existing saw slot (grout, loop wires, backer rod,
and/or loop sealant) are not intact and flush with or below the top of the milled portion of
the asphalt and with the saw slot completely filled with fines from the milling operation,
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Traffic Signal Loop Detectors

Page 2 of 7

clear the saw slot of loose remnant contents and refill the saw slot with natural sand.
Obtain the Engineer's approval of the stabilized saw slot prior to resurfacing.

D. Loop Saw Slot and Fill. The following is a typical step by step procedure for the
installation of a loop.

Carefully mark the slot to be cut, perpendicular to the flow of traffic and
centered in the lane.

Make each saw-cut 3/8-inch wide and at a depth such that the top of the backer
rod is @ minimum of 4 inches below the surface of asphalt pavement.

Drill a 1% inch core hole at each corner and use a chisel to smooth corners to
prevent sharp bends in the wire.

Clean ALL foreign and loose matter out of the slots and drilled cores and within
1 foot on all sides of the slots using a high pressure washer.

Completely dry the slots and drilled cores and within 1 foot on all sides of the
slots.

Measure 9-12 inches from the edge of the paved surface (shoulder break or face
of curb) and drill a 1% inch hole on a 45° angle to the conduit adjacent to the
roadway.

Closely inspect all cuts, cores, and slots for jagged edges or protrusions prior to
the placement of the wire. All jagged edges and protrusions shall be ground or
re-cut and cleaned again.

Place the loop wire splice-free from the termination point (cabinet or junction
box) to the loop, continue around the loop for two turns (6°x30” loop) or three
turns (6’x6’ loop), and return to the termination point.

Push the wire into the saw slot with a blunt object such as a wooden stick. Make
sure that the loop wire is pushed fully to the bottom of the saw slot.
Screwdrivers shall not be used.

Install duct sealant to a minimum of 1” deep into the cored 1%z inch hole.

Apply loop sealant from the bottom up and fully encapsulate the loop wires in
the saw slot. The wire should not be able to move when the sealant has set.
Cover the encapsulated loop wire with a continuous layer of backer rod along
the entire loop and home run saw slots such that no voids are present between
the loop sealant and backer rod.

Finish filling the saw cut with non-shrinkable grout per manufacturer’s
instructions. Alleviate all air pockets and refill low spaces. There shall be no
concave portion to the grout in the saw slot. Any excess grout shall be cleaned
from the roadway to alleviate tracking.

Clean up the site and dispose of all waste off the project.

Ensure that the grout has completely cured prior to subjecting the loop to traffic.
Curing time varies with temperature and humidity.
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E. Final Dressing, Clean Up, and Seeding. After all work is completed, clean work sites and
all disturbed areas. Dispose of all waste and debris off the right of way at sites obtained by the
Contractor at no additional cost to the Department. Sow all disturbed earthen areas with Seed
Mix Type I.

F. Property Damage. Be responsible for all damage to public and/or private property
resulting from the work. Upon completion of the work, restore all disturbed highway
features and private property in like kind design and materials at no additional cost to the
Department.

G. On-Site Inspection. Make a thorough inspection of the site prior to submitting bid and
become thoroughly familiar with existing conditions so that the work can be expeditiously
performed after a contract is awarded. The Department will consider submission of a bid as
evidence of this inspection having been made. The Department will not honor any claims
resulting from site conditions.

H. Right-of-Way Limits. The Department has not established exact limits of Right-of-Way.
Limit work activities to obvious Right-of-Way and work areas secured by the Department
through Consent and Release of the adjacent property owners. Be responsible for all
encroachments onto private lands.

I. Utility Clearance. Work around and do not disturb existing utilities. The Department does
not anticipate that existing utilities will require relocation; however, if utility relocation is
required, the utility companies will work concurrently with the Contractor while relocating their
facilities.

J. Caution. Consider the information in this proposal and shown on the plans and the type of
work listed herein to be approximate. Do not take the information to be an accurate evaluation
of the materials and conditions to be encountered during construction. The bidder must draw his
own conclusions as to the conditions encountered. The Department does not give any guarantee
as to the accuracy of the data and will not consider any claims for additional compensation if the
conditions encountered are not in accordance with the information shown.

K. Control. Perform all work under under the absolute control of the Department of Highways.
Obtain the Engineer’s approval of all designs required to be furnished by the Contractor prior to
incorporation into the work. The Department reserves the right to have other work performed
by other contractors and its own forces and to permit public utility companies and others to do
work during the construction within the limits of, or adjacent to, the project. Conduct operations
and cooperate with such other parties so that interference with each other’s work will be reduced
to a minimum. By submitting bid, the Contractor agrees to make no claims against the
Department for additional compensation due to delays or other conditions created by the
operations of such other parties. Should a difference of opinion arise as to the rights of the
Contractor and others working within the limits of, or adjacent to, the project, the Engineer will
decide as to the respective rights of the various parties involved in order to assure the completion
of the work in general harmony and in a satisfactory manner, and his decision shall be final and
binding upon the Contractor.
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Traffic Signal Loop Detectors
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IV. MEASUREMENT.

The Department will measure for payment only the bid items listed. All other items required to
complete the construction shall be incidental to the bid items listed.

A. Maintain and Control Traffic. See Traffic Control Plan.
B. Traffic Signal Loop detectors. See Section 723.04.
C. Sand. The department will not measure natural sand used to fill existing loop slots after

milling, but shall be incidental to Milling and Texturing

V. PAYMENT. The Department will make payment for the completed and accepted quantities of
listed items according to Section 723.05. The Department will consider payment as full
compensation for all work required under these notes and the Standard Specifications.

1-3892 Traffic Signal Loop Detectors
05/18/2012
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MATERIAL SUMMARY

CONTRACT ID: 132127 059GR13P050-FD05

Contract ID: 132127

MP05900081301

4TH AND 5TH STREETS (KY 8) FROM SPRING STREET EXTENDING EAST TO CAMPBELL COUNTY LINE
ASPHALT RESURFACING, A DISTANCE OF 1.52 MILES.

Project
Line No

0010
0020
0030
0040
0050
0060
0070
0080
0090
0100
0110
0120
0130
0140
0150
0160
0170
0180
0190
0200
0210

Bid Code DESCRIPTION

00388 CL3 ASPH SURF 0.38B PG64-22
02650 MAINTAIN & CONTROL TRAFFIC - (KY 8)
02562 SIGNS

10030NS ASPHALT ADJUSTMENT

23158ES505 DETECTABLE WARNINGS

02720 SIDEWALK-4 IN CONCRETE

23625EC PAVE MARK THERMO-6 IN W CAT TRAXX
06576 PAVE MARKING-THERMO ONLY
06575 PAVE MARKING-THERMO COMB ARROW
06573 PAVE MARKING-THERMO STR ARROW
06574 PAVE MARKING-THERMO CURV ARROW
06565 PAVE MARKING-THERMO X-WALK-6 IN
06568 PAVE MARKING-THERMO STOP BAR-24IN
06510 PAVE STRIPING-TEMP PAINT-4 IN
06514 PAVE STRIPING-PERM PAINT-4 IN
03240 BASE FAILURE REPAIR
02676 MOBILIZATION FOR MILL & TEXT - (KY 8)
00190 LEVELING & WEDGING PG64-22
02677 ASPHALT PAVE MILLING & TEXTURING
02569 DEMOBILIZATION

10020NS FUEL ADJUSTMENT

Quantity

2,670.00
1.00
550.00
6,962.00
936.00
702.00
160.00
9.00
9.00
10.00
35.00
5,193.00
1,276.00
9,250.00
9,250.00
1,332.00
1.00
220.00
2,670.00
1.00
3,951.00
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Unit

TON
LS
SQFT
DOLL
SQFT
SQYD
LF
EACH
EACH
EACH
EACH
LF
LF
LF
LF
SQYD
LS
TON
TON
LS
DOLL
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MATERIAL SUMMARY

CONTRACT ID: 132127 059GR13P050-FD05 MP05911201301

11TH AND 12TH STREETS (KY 1120) FROM MADISON AVENUE-SCOTT STREET EXTENDING EAST TO START
OF CONCRETE PAVEMENT ASPHALT RESURFACING, A DISTANCE OF .42 MILES.

Eﬂer:; Bid Code DESCRIPTION Quantity Unit
0220 02569 DEMOBILIZATION 1.00 LS
0230 10020NS FUEL ADJUSTMENT 1,265.00 DOLL
0240 10030NS ASPHALT ADJUSTMENT 2,228.00 DOLL
0250 23158ES505 DETECTABLE WARNINGS 280.00 SQFT
0260 02720 SIDEWALK-4 IN CONCRETE 210.00 SQYD
0270 06573 PAVE MARKING-THERMO STR ARROW 2.00 EACH
0280  23625EC PAVE MARK THERMO-6 IN W CAT TRAXX 55.00 LF
0290 06576 PAVE MARKING-THERMO ONLY 2.00 EACH
0300 06574 PAVE MARKING-THERMO CURV ARROW 3.00 EACH
0310 06568 PAVE MARKING-THERMO STOP BAR-24IN 441.00 LF
0320 06565 PAVE MARKING-THERMO X-WALK-6 IN 1,995.00 LF
0330 06575 PAVE MARKING-THERMO COMB ARROW 1.00 EACH
0340 04830 LOOP WIRE 1,488.00 LF
0350 04895 LOOP SAW SLOT AND FILL 94400 LF
0360 06510 PAVE STRIPING-TEMP PAINT-4 IN 4,750.00 LF
0370 06514 PAVE STRIPING-PERM PAINT-4 IN 4,750.00 LF
0380 03240 BASE FAILURE REPAIR 383.00 SQYD
0390 02676 MOBILIZATION FOR MILL & TEXT - (KY 1120) 1.00 LS
0400 00190 LEVELING & WEDGING PG64-22 24.00 TON
0410 02677 ASPHALT PAVE MILLING & TEXTURING 875.00 TON
0420 00388 CL3 ASPH SURF 0.38B PG64-22 875.00 TON
0430 02650 MAINTAIN & CONTROL TRAFFIC - (KY 1120) 1.00 LS

0440 02562 SIGNS 350.00 SQFT
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County Route No. Milepoints Intersection *Ramp Corner Location Concrete DW
Project Number Road Name Length MP Type NE SE SW NwW SY SF
KENTON KY 8 6.147 6.147 Spring St. Type 1 1 1
FDO05 059 0008 006-008  4th and 5th St. 7.643 Type 3 12 16
1.496 6.232 Western Ave. Type 1 1 1
Type 3 12 16
6.667 4th/Philadelphia Ave. Type 1
Type 3 1 1 1 1 48 64
6.715 5th/Philadelphia Ave. Type 1 2
Type 3 1 1 1 48 64
6.801 4th/US 25 Type 1 1 1 1
Type 3 1 30 40
6.820 5th/Bakewell Type 1 1 1
Type 3 12 16
6.885 4th/KY 2374 Type 1
Type 3 1 1 1 36 48
6.954 5th/Johnson Type 1
Type 3 1 1 24 32
6.981 4th/Russell Type 1 1 1
Type 3 1 1 36 48
6.999 5th/Craig Type 1 1 1
Type 3 12 16
7.061 5th/Russell Type 1 1
Type 3 1 1 1 42 56
7.087 5th/Aly Type 1 1 1
Type 3 12 16
7.131 5th/Montgomery Type 1 1 1
Type 3 1 24 32
7.155 4th/Madison Type 1 2 2
Type 3 1 36 48
7.236 5th/Madison Type 1
Type 3 1 1 24 32
7.244 4th/Scott Type 1 2
Type 3 1 1 1 48 64
7.288 4th/Court Type 1 1 1
Type 3 12 16
7.321 5th/Scott Type 1 2 2
Type 3 1 1 48 64
7.333 4th/Greenup Type 1
Type 3 1 1 1 1 48 64
7.377 4th/Sanford Type 1 1 1
Type 3 12 16
7.402 5th/Greenup Type 1 2 2
Type 3 1 1 48 64
7.414 4th/Garrard Type 1
Type 3 1 1 1 1 48 64
7.453 5th/ Sanford Type 1 1 1 1 1
Type 3 24 32
7.492 5th/Garrard Type 1 1
Type 3 6 8
Total 702 936

* May need to be modified to fit existing conditions

Corner location refers to the sidewalk ramp location as you are driving north.



Contract ID: 132127

KENTON COUNTY
059GR13P050-FD05

Page 32 of 65

09T 6 6 0T SE 9/21 €615 IvLOL
98 T Z 4 €5 0€T pleires/yig 26Y'L
¥ ¥ 0L ove pleites/yyy vIv'L
T T €L vTE dnuaalio/yig 207’ L
8. 25¢€ dnusalio/yw €ee’L
08 0z¢e 109S/Ui5 T2EL
ZL e 109S/Uly e L
Z ¥ J Z8 0zg UOSIPeN/UIG 9€T’L
€ €L [443 UoSIpe/yiy GST'L
9€ 6TT Kiswobiuon/y1s TET'L
T 502 |l9SSNy/uIS T90°L
6v 8T¢ TEESISI 186'9
0L 082 uosuyor/yig ¥56'9
2 T Z 4 56 592 uosuyor/yyy G88'9
T S ¥ 89 0Te UlRN/YIG 298'9
vT Zs [lemaxed/uis 0289
S 06 6% UreiN/Yiy T08'9
85 65¢ [lemaxed/uyiy 2€L9
T Z 29 e elydiape|iyd/yis STL'9
€ 9 Z8 0Te eiydiape|iyd/yy 1999
47 v3 v3 v3 v3 47 47
HONI 9 gNOD  d{1S  3IAYND HONI ¥2 HONI 9
S31ON XXVHLYD JATINO.. SMOYYY Syva dls SHIVM-X NOILOISHILNI "LdN

800-900 8000 650 s0Ad
AIVININNS SONIMIVIN LNIFINIAVC NOILOISHILNI DI1LSVIdONHTHL
A1uno) uojuayy




Contract ID: 132127

KENTON COUNTY
059GR13P050-FD05

Page 33 of 65

Jeydse yreaulapun S3oliq 10 81210U0D dARY AeW JusWwaAed

€'€8e IvioL

SNoaue||adsIA 0S
(YITT) BURT YBT M €€l 0zT 8 ST 190'T
(y12T) sue Yo g3 192 ove 4 0z Zv6'0
(useT) seue yjoq g3 L9v ozy 0z 12 0€6°0
(y12T) sue a1 g3 €C 12 € L €16°0
(yigT) Bue ya7 g3 8L 0L S [ £68°0
(y12T) sue Yo g3 8¢ 74 S S 5/8°0
(YigT) sue ya7 g3 oY 9e 9 9 0€8°0
(y12T) sue a1 g3 8¢ Sz S S 1080
(YiTT) Bue g3 (a4’ 0€T 0T €1 S8.°0
(YTT) BUET] g3 0T 9zT 6 [ 1110
(yizT) sueT by g3 18T 89T Z1 [ 29.°0
(YITT) BURT gM 6€ GE S L 0€.L°0
(yszT) Bue a7 pue 1ybry g3 09T ¥8GT €€ 8v 5890
S3LON "SPA "bs ‘14 °bs UIpIM yibuaT "LdIN

200-000 0¢TT 650 S0ad
lreday ainje4 aseg
A1uno)H uojusdj




Contract ID: 132127

KENTON COUNTY
059GR13P050-FD05

Page 34 of 65

suonIpuod BUISIXa 11} 0} PalIpPOW aq 0} Paau Ae «

082 012 [elol
ze ve € adAL
T T T T T adAL 108ds0Id/ITT 190°T
(A 174 T cadAL
T T T adAL pleires/yTt 71670
99 4% T cadAL
T z 4 T adAL dnusaio/yTt 1880
79 8y T T cadAL
z 4 T adAL plreires/yzt 9980
79 12174 T T cadAL
z 4 T adAL dnusaio/yizt 2.0 SL1°0
ze ve T T € adAL 9T'T IS UiZT pue WIT  Z00-000 0ZTT 650 S04
T adAL noos/UIZT G890 G890 0ZTT AM NOLNIM
as AS MN MS as aN adAL diN yibuaT SWeN peoy Jsquinn 108loid
Mad 91910uU0) uoled0T IBuI0)D dwey, uoI109sI91U| siulodajin "ON 91n0Yy Auno)

suoneds0] dwey Ylemapis

¢00-000 OCTT 650 S0d4



Contract ID: 132127

KENTON COUNTY
059GR13P050-FD05

Page 35 of 65

S5 4 T 4 € Ty S66T V101
S¢ T T SL 0T¢ 108ds01d/UITT 90T
00T 144 dnusaio/yTT /880
85 0.¢ plelreg/yict 998°0
[4 4 4 89 S1§ HOJS/UITT 66.°0
09 0.¢ dnuasi9/yiet ¢LL0
8T clL UOSIpeN/WYITT €T1L°0
0€ 9 €€E¢ H0IS/YicT S89°0

471 v3 v3 v3 v3 47 471
HONI 9 anNoD d1ls  3IAdIND HONI v¢ HONI 9

S310N XXVHLVO +AINO. SMOYYY Sdva dis SHIVM-X NOILO3ISHILNI "1dIN

¢00-000 0cTT 690 S04

AAVININNS SONIMEVIN LNFINIAVY NOILDOISHILNI DILSVIdOWHIHL

Aluno) uojua)y




Contract ID: 132127

KENTON COUNTY
059GR13P050-FD05

Page 36 of 65

88YT vv6 8 s[eiol

2.E e]ord 4 1880 1S dnuaIo/ITT

805 v0€ € 66L°0 ‘PAIG NOOS/YITT S.v'0

zLe e]ord z 2LL0 1S dnusalo/yizt 9T'T  192AS UIZT pue YTT  200-000 02ZTT 650 S0Ad

9€C 89T T €TL0 "9y UOSIPBN/YITT 589°0 0ZTT AN NOLN3N

EXITIN |14 pue sdoo] sdooq 1ulodajIN SUONIBSISU] yibuaT aweN peoy Jaquiny 193foid
Ny mes  Buiuueld S3I9 : sjuloda|in "ON @1n0y f&uno)

pezifeubis

suoneos0 doo oieldy
¢00-000 0CTT 650 S0Ad



KENTON COUNTY Contract ID: 132127
059GR13P050-FD05 Page 37 of 65

/[
Typical Section 1.xIsx

Curb and
Gutter

18 Ft.
1.25 Inches

Asphalt Milling and Texturing

Average Depth

CL

TYPICAL SECTION
KENTON COUNTY
FDO5 059 0008 006-008
MP 6.147 - 6.239 & 7.492 - 7.520
36 Ft

18 Ft.

Existing Base Layer, Do not disturb

|1.25" CL3 Asph Surf 0.38B PG64-22

Curb and
Gutter
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/[
Typical Section 1.xIsx

Curb and
Gutter

14 Ft.
1.25 Inches

Asphalt Milling and Texturing

Average Depth

12TH ST
MP 0.685 - 0.952
28 Ft
CL

TYPICAL SECTION
KENTON COUNTY

FDO5 059 1120 000-002

14 Ft.

Existing Base Layer, Do not disturb

|1.25" CL3 Asph Surf 0.38B PG64-22

Curb and
Gutter
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SPECIFICATIONS AND STANDARD DRAWINGS
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SPECIFICATIONS REFERENCE

Any reference in the plans or proposal to previous editions of the Standard Specifications
for Road and Bridge Construction and Standard Drawings are superseded by Standard
Specifications for Road and Bridge Construction, Edition of 2012 and Standard
Drawings, Edition of 2012 with the 2012 Revision.
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Supplemental Specifications to the
Standard Specifications for Road and Bridge Construction, 2012 Edition
Effective with the December 14, 2012 Letting

Subsection:

Revision:

206.04.01 Embankment-in-Place.

Replace the fourth paragraph with the following: The Department will not measure
suitable excavation included in the original plans that is disposed of for payment
and will consider it incidental to Embankment-in-Place.

Subsection:

Revision:

213.03.02 Progress Requirements.

Replace the last sentence of the third paragraph with the following:

Additionally, the Department will apply a penalty equal to the liquated damages
when all aspects of the work are not coordinated in an acceptable manner within 7
calendar days after written notification.

Subsection: |402.03.02 Contractor Quality Control and Department Acceptance.

Part: D) Testing Responsibilities.

Number: 4) Density.

Revision: Replace the second sentence of the Option A paragraph with the following: Perform
coring by the end of the following work day.

Subsection: [403.02.10 Material Transfer Vehicle (MTV).

Revision: Replace the first sentence with the following: In addition to the equipment specified
above, provide a MTV with the following minimum characteristics:

Subsection: [412.02.09 Material Transfer Vehicle (MTV).

Revision:  [Replace the paragraph with the following:
Provide and utilize a MTV with the minimum characteristics outlined in section
403.02.10.

Subsection: [412.03.07 Placement and Compaction.

Revision: Replace the first paragraph with the following:
Use a MTV when placing SMA mixture in the driving lanes. The MTV is not
required on ramps and/or shoulders unless specified in the contract. When the
Engineer determines the use of the MTV is not practical for a portion of the project,
the Engineer may waive its requirement for that portion of pavement by a letter
documenting the waiver.

Subsection: [412.04 MEASUREMENT.

Revision: Add the following subsection:
412.04.03. Material Transfer Vehicle (MTV). The Department will not measure the
MTYV for payment and will consider its use incidental to the asphalt mixture.

Subsection: [606.03.17 Special Requirements for Latex Concrete Overlays.

Part: A) Existing Bridges and New Structures.

Number: 1) Prewetting and Grout-Bond Coat.

Revision: Add the following sentence to the last paragraph: Do not apply a grout-bond coat on

bridge decks prepared by hydrodemolition.
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Supplemental Specifications to the
Standard Specifications for Road and Bridge Construction, 2012 Edition
Effective with the December 14, 2012 Letting

Subsection:
Revision:

609.03 Construction.

Replace Subsection 609.03.01 with the following:

609.03.01 A) Swinging the Spans. Before placing concrete slabs on steel spans or
precast concrete release the temporary erection supports under the bridge and swing
the span free on its supports.

609.03.01 B) Lift Loops. Cut all lift loops flush with the top of the precast beam
once the beam is placed in the final location and prior to placing steel reinforcement.
At locations where lift loops are cut, paint the top of the beam with galvanized or
epoxy paint.

Subsection:

613.03.01 Design.

Number: 2)

Revision: Replace "AASHTO Standard Specifications for Highway Bridges" with "AASHTO
LRFD Bridge Design Specifications”

Subsection: [615.06.02

Revision: Add the following sentence to the end of the subsection. The ends of units shall be
normal to walls and centerline except exposed edges shall be beveled % inch.

Subsection: |615.06.03 Placement of Reinforcement in Precast 3-Sided Units.

Revision: Replace the reference of 6.6 in the section to 615.06.06.

Subsection: |615.06.04 Placement of Reinforcement for Precast Endwalls.

Revision: Replace the reference of 6.7 in the section to 615.06.07.

Subsection: |615.06.06 Laps, Welds, and Spacing for Precast 3-Sided Units.

Revision: Replace the subsection with the following: Tension splices in the circumferential

reinforcement shall be made by lapping. Laps may not be tack welded together for
assembly purposes. For smooth welded wire fabric, the overlap shall meet the
requirements of AASHTO 2012 Bridge Design Guide Section 5.11.2.5.2 and
AASHTO 2012 Bridge Design Guide Section 5.11.6.3. For deformed welded wire
fabric, the overlap shall meet the requirements of AASHTO 2012 Bridge Design
Guide Section 5.11.2.5.1 and AASHTO 2012 Bridge Design Guide Section 5.11.6.2.
The overlap of welded wire fabric shall be measured between the outer most
longitudinal wires of each fabric sheet. For deformed billet-steel bars, the overlap
shall meet the requirements of AASHTO 2012 Bridge Design Guide Section
5.11.2.1. For splices other than tension splices, the overlap shall be a minimum of
12" for welded wire fabric or deformed billet-steel bars. The spacing center to center
of the circumferential wires in a wire fabric sheet shall be no less than 2 inches and
no more than 4 inches. The spacing center to center of the longitudinal wires shall
not be more than 8 inches. The spacing center to center of the longitudinal
distribution steel for either line of reinforcing in the top slab shall be not more than
16 inches.
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Supplemental Specifications to the
Standard Specifications for Road and Bridge Construction, 2012 Edition
Effective with the December 14, 2012 Letting

Subsection:
Revision:

615.06.07 Laps, Welds, and Spacing for Precast Endwalls.

Replace the subsection with the following: Splices in the reinforcement shall be
made by lapping. Laps may not be tack welded together for assembly purposes. For
smooth welded wire fabric, the overlap shall meet the requirements of AASHTO
2012 Bridge Design Guide Section 5.11.2.5.2 and AASHTO 2012 Bridge Design
Guide Section 5.11.6.3. For deformed welded wire fabric, the overlap shall meet the
requirements of AASHTO 2012 Bridge Design Guide Section 5.11.2.5.1 and
AASHTO 2012 Bridge Design Guide Section 5.11.6.2. For deformed billet-steel
bars, the overlap shall meet the requirements of AASHTO 2012 Bridge Design
Guide Section 5.11.2.1. The spacing center-to-center of the wire fabric sheet shall
not be less than 2 inches or more than 8 inches.

Subsection: [615.08.01 Type of Test Specimen.

Reviston: Replace the subsection with the following: Start-up slump, air content, unit weight,
and temperature tests will be performed each day on the first batch of concrete.
Acceptable start-up results are required for production of the first unit. After the
first unit has been established, random acceptance testing is performed daily for each
50 yd3 (or fraction thereof). In addition to the slump, air content, unit weight, and
temperature tests, a minimum of one set of cylinders shall be required each time
plastic property testing is performed.

Subsection: [615.08.02 Compression Testing.

Revision: Delete the second sentence.

Subsection: |615.08.04 Acceptability of Core Tests.

Revision: Delete the entire subsection.

Subsection: |615.12 Inspection.

Revision: Add the following sentences to the end of the subsection:  Units will arrive at

jobsite with the "Kentucky Oval™ stamped on the unit which is an indication of
acceptable inspection at the production facility. Units shall be inspected upon arrival
for any evidence of damage resulting from transport to the jobsite.
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STANDARD DRAWINGS THAT APPLY

CURVE WIDENING AND SUPERELEVATION TRANSITIONS.......ccoooiietrreeeneee e RGS-001-06
SUPERELEVATION FOR MULTILANE PAVEMENTS......ccoiiieetrereneee et RGS-002-05
MISCELLANEOUS STANDARDS PART ...t RGX-001-05
DETECTABLE WARNINGS.......oi ettt RGX-040-02
APPROACHES, ENTRANCES, AND MAIL BOX TURNOUT .......ccoiiriirinreeresreesre e RPM-110-06
SIDEWALK RAMPES ...ttt sttt st r e et et r e et r e n et e r e e e renn e rennens RPM-170-08
SIDEWALK RAMP ..ottt st e e et e e e r e et r e et R e et e s r et e renn e renr e nrennees RPM-172-06
LANE CLOSURE TWO-LANE HIGHWAY CASE | ..ot TTC-100-03
LANE CLOSURE TWO-LANE HIGHWAY CASE I1 ... TTC-105-02
LANE CLOSURE MULTI-LANE HIGHWAY CASE | ..ot TTC-115-02
SHOULDER CLOSURE ..ottt r et n e nr e n e r e ne e r e n s TTC-135-01
POST SPLICING DETAIL ..ottt e e s e e r e n e nnenr e nnis TTD-110-01
PAVEMENT CONDITION WARNING SIGNS.........oooiiiircreneene e TTD-125-01
MOBILE OPERATION FOR PAINT STRIPING CASE | ... TTS-100-01
MOBILE OPERATION FOR PAINT STRIPING CASE I1 ..ot TTS-105-01
MOBILE OPERATION FOR PAINT STRIPING CASE I ....ccuiiiiieeeeeeee e TTS-110-01

MOBILE OPERATION FOR PAINT STRIPING CASE IV ...t TTS115-01
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PART 111

EMPLOYMENT, WAGE AND RECORD REQUIREMENTS
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TRANSPORTATION CABINET
DEPARTMENT OF HIGHWAYS

LABOR AND WAGE REQUIREMENTS
APPLICABLE TO OTHER THAN FEDERAL-AID SYSTEM PROJECTS

l. Application

Il Nondiscrimination of Employees (KRS 344)
1. Payment of Predetermined Minimum Wages
IV.  Statementsand Payrolls

I APPLICATION

1. These contract provisions shall apply to all work
performed on the contract by the contractor with his own
organization and with the assistance of workmen under his
immediate superintendence and to all work performed on the
contract by piecework, station work or by subcontract. The
contractor's organization shall be construed to include only
workmen employed and paid directly by the contractor and
equipment owned or rented by him, with or without operators.

2. The contractor shall insert in each of his
subcontracts all of the stipulations contained in these Required
Provisions and such other stipulations as may be required.

3. A breach of any of the stipulations contained in
these Required Provisions may be grounds for termination of
the contract.

. NONDISCRIMINATION OF EMPLOYEES

AN ACT OF THE KENTUCKY
GENERAL ASSEMBLY TO PREVENT
DISCRIMINATION IN EMPLOYMENT

KRS CHAPTER 344
EFFECTIVE JUNE 16, 1972

The contract on this project, in accordance with KRS
Chapter 344, provides that during the performance of this
contract, the contractor agrees as follows:

1. The contractor shall not fail or refuse to hire, or
shall not discharge any individual, or otherwise discriminate
against an individual with respect to his compensation, terms,
conditions, or privileges of employment, because of such
individual's race, color, religion, national origin, sex, disability
or age (between forty and seventy); or limit, segregate, or
classify his employees in any way which would deprive or
tend to deprive an individual of employment opportunities or
otherwise adversely affect his status as an employee, because
of such individual's race, color, religion, national origin, sex,
disability or age (between forty and seventy). The contractor
agrees to post in conspicuous places, available to employees
and applicants for employment, notices to be provided setting
forth the provisions of this nondiscrimination clause.

2. The contractor shall not print or publish or cause
to be printed or published a notice or advertisement relating to
employment by such an employer or membership in or any
classification or referral for employment by the employment
agency, indicating any preference, limitation, specification, or
discrimination, based on race, color, religion, national origin,
sex, disability or age (between forty and seventy), except that
such notice or advertisement may indicate a preference,
limitation, or specification based on religion, or national origin
when religion, or national origin is a bona fide occupational
qualification for employment.

3. If the contractor isin control of apprenticeship or
other training or retraining, including on-the-job training
programs, he shall not discriminate against an individual

because of his race, color, religion, national origin, sex,
disability or age (between forty and seventy), in admission to,
or employment in any program established to provide
apprenticeship or other training.

4. The contractor will send to each labor union or
representative of workers with which he has a collective
bargaining agreement or other contract or understanding, a
notice to be provided advising the said labor union or workers'
representative of the contractor's commitments under this
section, and shall post copies of the notice in conspicuous
places available to employees and applicants for employment.
The contractor will take such action with respect to any
subcontract or purchase order as the administrating agency
may direct as a means of enforcing such provisions, including
sanctions for non-compliance.

[, PAYMENT OF PREDETERMINED MINIMUM
WAGES

1. These special provisions are supplemented
elsewhere in the contract by special provisions which set forth
certain predetermined minimum wage rates. The contractor
shall pay not |ess than those rates.

2. The minimum wage determination schedule shall
be posted by the contractor, in a manner prescribed by the
Department of Highways, at the site of the work in prominent
places whereit can be easily seen by the workers.

V. STATEMENTS AND PAYROLLS

1. All contractors and subcontractors affected by the
terms of KRS 337.505 to 337.550 shall keep full and accurate
payroll records covering all disbursements of wages to their
employees to whom they are required to pay not less than the
prevailing rate of wages. Payrolls and basic records relating
thereto will be maintained during the course of the work and
preserved for a period of one (1) year from the date of
completion of this contract.

2. The payroll records shall contain the name,
address and social security number of each employee, his
correct classification, rate of pay, daily and weekly number of
hours worked, itemized deductions made and actual wages
paid.

3. The contractor shall make his daily records
available at the project site for inspection by the State
Department of Highways contracting office or his authorized
representative.

Periodic investigations shall be conducted as required
to assure compliance with the labor provisions of the contract.
Interrogation of employees and officials of the contractor shall
be permitted during working hours.

Aggrieved workers, Highway Managers, Assistant
District Engineers, Resident Engineers and Project Engineers
shall report all complaints and violations to the Division of
Contract Procurement.

The contractor shall be notified in writing of apparent
violations. The contractor may correct the reported violations
and notify the Department of Highways of the action taken or
may reguest an informal hearing. The request for hearing
shall be in writing within ten (10) days after receipt of the
notice of the reported violation. The contractor may submit
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records and information which will aid in determining the true
factsrelating to the reported violations.

Any person or organization aggrieved by the action
taken or the findings established as aresult of an informal
hearing by the Division of Contract Procurement may regquest
aformal hearing.

4. The wages of labor shall be paid in legal tender of
the United States, except that this condition will be considered
satisfied if payment is made by a negotiable check, on a
solvent bank, which may be cashed readily by the employeein
the local community for the full amount, without discount or
collection charges of any kind. Where checks are used for
payments, the contractor shall make al necessary
arrangements for them to be cashed and shall give information
regarding such arrangements.

5. No fee of any kind shall be asked or accepted by
the contractor or any of his agents from any person as a
condition of employment on the project.

6. No laborers shall be charged for any tools used in
performing their respective duties except for reasonably
avoidableloss or damage thereto.

7. Every employee on the work covered by this
contract shall be permitted to lodge, board, and trade where
and with whom he elects and neither the contractor nor his
agents, nor his employees shall directly or indirectly require as
a condition of employment that an employee shall lodge,
board or trade at a particular place or with a particular person.

8. Every employee on the project covered by this
contract shall be an employee of either the prime contractor or
an approved subcontractor.

9. No charge shall be made for any transportation
furnished by the contractor or his agents to any person
employed on the work.

10. No individua shall be employed as a laborer or
mechanic on this contract except on a wage basis, but this
shall not be construed to prohibit the rental of teams, trucks or
other equipment from individuals.

No Covered employee may be employed on the work
except in accordance with the classification set forth in the
schedule mentioned above; provided, however, that in the
event additional classifications are required, application shall
be made by the contractor to the Department of Highways and
(1) the Department shall request appropriate classifications
and rates from the proper agency, or (2) if there is urgent need
for additional classification to avoid undue delay in the work,
the contractor may employ such workmen at rates deemed
comparable to rates established for similar classifications
provided he has made written application through the
Department of Highways, addressed to the proper agency, for
the supplemental rates. The contractor shall retroactively
adjust, upon receipt of the supplemental rates schedule, the
wages of any employee paid less than the established rate and
may adjust the wages of any employee overpaid.

11. No contractor or subcontractor contracting for any
part of the contract work which may require or involve the
employment of laborers or mechanics shall require or permit
any laborer or mechanic in any work-week in which he is
employed on such work, to work in excess of eight hours in
any calendar day or in excess of forty hours in such work-
week unless such laborer or mechanic receives compensation
at a rate not less than one and one half times his basic rate of
pay for al hours worked in excess of eight hours in any
calendar day or in excess of forty hoursin such work-week. A
laborer, workman or mechanic and an employer may enter
into a written agreement or a collective bargaining agreement
to work more than eight (8) hours a calendar day but not more
than ten (10) hours a calendar day for the straight time hourly
rate. This agreement shall be in writing and shall be executed
prior to the employee working in excess of eight (8) hours, but
not more than ten (10) hours, in any one (1) calendar day.

12. Payments to the contractor may be suspended or
withheld due to failure of the contractor to pay any laborer or
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mechanic employed or working on the site of the work, all or
part of the wages required under the terms of the contract.
The Department may suspend or withhold payments only after
the contractor has been given written notice of the alleged
violation and the contractor has failed to comply with the
wage determination of the Department of Highways.

13. Contractors and subcontractors shall comply
with the sections of Kentucky Revised Statutes, Chapter 337
relating to contracts for Public Works.

Revised 2-16-95
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EXECUTIVE BRANCH CODE OF ETHICS

In the 1992 regular legidative session, the Genera Assembly passed and Governor Brereton Jones signed
Senate Bill 63 (codified as KRS 11A), the Executive Branch Code of Ethics, which states, in part:

KRS 11A.040 (6) provides:

No present or former public servant shall, within six (6) months of following termination of his office or
employment, accept employment, compensation or other economic benefit from any person or business
that contracts or does business with the state in matters in which he was directly involved during his
tenure. This provision shall not prohibit an individual from returning to the same business, firm,
occupation, or profession in which he was involved prior to taking office or beginning his term of
employment, provided that, for a period of six (6) months, he personaly refrains from working on any
matter in which he was directly involved in state government. This subsection shall not prohibit the
performance of ministerial functions, including, but not limited to, filing tax returns, filing applications
for permits or licenses, or filing incorporation papers.

KRS 11A.040 (8) states:

A former public servant shall not represent a person in a matter before a state agency in which the
former public servant was directly involved, for a period of one (1) year after the latter of:

a) Thedate of leaving office or termination of employment; or

b) The date the term of office expires to which the public servant was elected.

This law is intended to promote public confidence in the integrity of state government and to declare as public
policy the idea that state employees should view their work as a public trust and not as a way to obtain private
benefits.

If you have worked for the executive branch of state government within the past six months, you may be subject
to the law's prohibitions. The law's applicability may be different if you hold eected office or are
contemplating representation of another before a state agency.

Also, if you are affiliated with a firm which does business with the state and which employs former state
executive-branch employees, you should be aware that the law may apply to them.

In case of doubt, the law permits you to request an advisory opinion from the Executive Branch Ethics
Commission, Room 136, Capitol Building, 700 Capitol Avenue, Frankfort, Kentucky 40601; telephone (502)
564-7954.



KENTON COUNTY Contract ID: 132127
059GR13P050-FD05 Page 52 of 65

Kentucky Equal Employment Opportunity Act of 1978

The requirements of the Kentucky Equal Employment Opportunity Act of 1978 (KRS 45.560-
45.640) shall apply to this Contract. The apparent low Bidder will be required to submit EEO
forms to the Division of Construction Procurement, which will then forward to the Finance and
Administration Cabinet for review and approval. No award will become effective until al forms
are submitted and EEO/CC has certified compliance. The required EEO forms are as follows:

EEO-1: Employer Information Report
Affidavit of Intent to Comply
Employee Data Sheet

Subcontractor Report

These forms are available on the Finance and Administration’s web page under Vendor
I nformation, Standard Attachments and General Terms at the following address:
https://www.eProcur ement.ky.gov.

Bidders currently certified as being in compliance by the Finance and Administration Cabinet
may submit a copy of their approval letter in lieu of the referenced EEO forms.

For questions or assistance please contact the Finance and Administration Cabinet by email at
finance.contractcompliance@ky.gov or by phone at 502-564-2874.
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General Decision Nunber: KY130101 02/15/2013 KY101

Super seded CGeneral Decision Nunber: KY20120126

State: Kentucky

Constructi on Type: Hi ghway

Counti es: Boone, Canpbell, Kenton and Pendl eton Counties in

Kent ucky.

H GHWAY CONSTRUCTI ON PRQIECTS (excl udi ng tunnel s, buil ding
structures in rest area projects & railroad construction
bascul e, suspension & spandrel arch bridges designed for
commer ci al navi gation, bridges involving marine construction
and ot her major bridges).

Modi fi cati on Nunber Publ i cati on Date
0 01/ 04/ 2013
1 01/11/ 2013
2 02/ 15/ 2013

BRKY0002- 005 06/01/2009

Rat es Fri nges
BRI CKLAYER. . . ... ... ... ... .. .. ... $ 26.12 9.73
'BROHO001-005 06/01/2008
Rat es Fri nges
CEMENT MASON CONCRETE FINISHER...$ 25.75 8. 60

CARP0698- 001 05/ 01/ 2009

BOONE, CAMPBELL, KENTON & PENDLETON CQOUNTI ES:

Rat es Fri nges
Carpenter & Piledrivernmen........ $ 27.05 9.69
Diver. ... ... $ 40.58 9. 69
CELEC0212-007 12/03/2012
Rat es Fri nges
ELECTRICIAN. .. ... ... ... .. .. ... $ 26.35 15. 44
CELEC0212-013 06/27/2011
Rat es Fri nges
Sound & Communi cati on
Technician....................... $ 21.55 8. 46

ENG 0018- 013 05/01/2012

http://www.wdol.gov/wdol/scafiles/davisbacon/KY 101.dvba/=2 2/18/2013
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Rat es Fri nges
OPERATOR  Power Equi pnent
GROUP 1...... . $ 30.79 13.01
GROUP 2. ... oo $ 30.67 13.01
GROUP 3. . $ 29.63 13.01
GROUP 4. ... i $ 28.45 13.01
GROUP 5.... .. $ 22.99 13.01
GROUP 6. ...t $ 31.04 13.01
GROUP 7. .. i $ 31.29 13.01

OPERATI NG ENG NEER CLASSI FI CATI ONS

GROUP 1 - Air Conpressor on Steel Erection; Barrier Moving
Machi ne; Boil er Qperator on Conpressor or Generator when
mounted on a Rig; Cabl eway; Conbi nation Concrete M xer &
Tower; Concrete Plant (over 4 yd. Capacity); Concrete Punp;
Crane (Al Types, Including Boom Truck, Cherry Picker);
Crane- Conpact, Track or Rubber over 4,000 |bs. capacity;
Cranes-Sel f Erecting, Stationary, Track or Truck (Al
Configurations); Derrick; Dragline; Dredge (D pper, Cam or
Suction); Elevating Grader or Euclid Loader; Floating

Equi prent (Al Types); Gadall; Helicopter Crew
(Operator-Hoist or Wnch); Hoe (all types); Hoisting Engi ne
on Shaft or Tunnel Work; Hydraulic Gantry (Lifting
System); Industrial-Type Tractor; Jet Engine Dryer (D8 or
D9) Diesel Tractor; Loconotive (Standard Gauge);

Mai nt enance Operator Class A, Mxer, Paving (Single or
Doubl e Drun); Micking Machine; Miltiple Scraper;

Pi |l edriving Machine (Al Types); Power Shovel; Prentice
Loader; Quad 9 (Doubl e Pusher); Rail Tanper (with auto
lifting & aligning device); Refrigerating Machi ne (Freezer
Qperation); Rotary Drill, on Caisson work; Rough Terrain
Fork Lift with Wnch/Hoist; Side-Boonm Slip-Form Paver;
Tower Derrick; Tree Shredder; Trench Machi ne (Over 24"

wi de); Truck Mounted Concrete Punp; Tug Boat; Tunnel

Machi ne and/ or M ni ng Machi ne; & \Wheel Excavat or

GROUP 2 - Asphalt Paver; Automatic Subgrader Machi ne,
Self-Propelled (CM Type); Bobcat Type and/or Skid Steer
Loader with Hoe Attachnment Greater than 7,000 | bs.; Boring
Machi ne More than 48"; Bull dozer; Endl oader; Hydro MI1ing
Machi ne; Horizontal Directional Drill (over 500,000 ft.

I bs. thrust); Kol man-type Loader (production type-Dirt);
Lead Greaseman; Lighting & Traffic Signal Installation

Equi prent (i ncludes all groups or classifications);

Mat eri al Transfer Equi prent (Shuttle Buggy) Asphalt;

Petti bone-Rai |l Equi pnent; Power G ader; Power Scraper; Push
Cat; Rotom Il (all), Ginders & Planers of Al types;
Trench Machine (24" wi de & under); & Verneer type Concrete
Saw

GROUP 3 - A-Frane; Air Conpressor on Tunnel Work (I ow
pressure); Asphalt Plant Engi neer; Bobcat-type and/or Skid
Steer Loader with or w thout Attachnents; H ghway Drills
(all types); Loconotive (narrow gauge); Materi al

Hoi st/ El evator; M xer, Concrete (nore than one bag
capacity); M xer, one bag capacity (Side Loader); Power
Boiler (Over 15 Ibs. Pressure) Punp Operator installing &
operating Well Points; Punp (4" & over discharge); Roller,

http://www.wdol.gov/wdol/scafiles/davisbacon/KY 101.dvba/=2 2/18/2013
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Asphalt; Rotovator (lime soil stabilizer); Switch & Tie
Tanmpers (without lifting & aligning device); Uility
Qperator (Small equi prent); & Wel ding Machi nes

GROUP 4 - Backfiller; Ballast Re-locator; Bars, Joint & Mesh
Installing Machi ne; Batch Plant; Boring Machi ne Qperat or
(48" or less); Bull Floats; Burlap & Curing Machi ne;
Concrete Plant (capacity 4 yd. & under); Concrete Saw
(Mul'tiple); Conveyor (H ghway); Crusher; Deckhand;
Farmtype Tractor with attachments (hi ghway) except
Masonry); Finishing Machi ne; Fireperson, Floating Equi prent
(all types); Fork Lift (highway); Form Trencher; Hydro
Hanmer; Hydro Seeder; Pavenent Breaker; Plant M xer; Post
Driver; Post Hole Digger (Power Auger); Power Brush Burner;
Power Form Handl i ng Equi pnent; Road W deni ng Trencher;
Roller (Brick, G ade & Macadam); Self-Propelled Power
Spreader; Self-Propelled Power Subgrader; Steam Fireperson;
Tractor (Pulling Sheepfoot, Roller or Gader); & Vibratory
Conpactor with Integral Power

GROUP 5 - Conpressor (Portable, Sewer, Heavy & Hi ghway); Drum
Fireperson (Asphalt); Cenerator; Msonry Fork Lift;

I nboar d- Qut board Mot or Boat Launch; Msonry Fork Lift; Gl
Heater (asphalt plant); Qler; Power Driven Heater; Power
Sweeper & Scrubber; Punp (under 4" discharge);

Si gnal person; Tire Repairperson; & VAC ALLS

GROUP 6 - Master Mechanic & Boom from 150 to 180

| RONO044- 008 06/ 01/ 2012

Rat es Fri nges
| ronwor kers:
Fence Erector............... $ 22.50 18. 10
Structural .................. $ 24.80 18.10
| ROND372- 004 06/01/ 2012
Rat es Fri nges

| RONMORKER, REI NFORCI NG
Beyond 30-m |l e radius of
Ham | ton County, Chio
Courthouse.................. $ 26.59 18.58
Up to & including 30-nile
radi us of Hamilton County,
Chio Courthouse............. $ 26.34 18.58

LABO0189- 004 07/01/2012

PENDLETON COUNTY:

Rat es Fri nges
LABORER
GROUP 1...... . $ 21.15 11. 41
GROUP 2. ... oo $ 21.40 11. 41
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GROUP 3..... .. $ 21.45 11. 41
GROUP 4......... ... ... ... $ 22.05 11. 41

LABORERS CLASSI FI CATI ONS

GROUP 1 - Aging & Curing of Concrete; Asbestos Abatenent
Wor ker; Asphalt Plant; Asphalt; Batch Truck Dunp; Carpenter
Tender; Cenent Mason Tender; d eaning of Machi nes;
Concrete; Denolition; Dredging; Environmental - Nuclear,
Radi ati on, Toxic & Hazardous Waste - Level D; Fl agperson;
G ade Checker; Hand Digging & Hand Back Filling; H ghway
Mar ker Pl acer; Landscapi ng, Mesh Handler & Placer; Puddler;
Railroad; Rip-rap & Gouter; Right-of-Way; Sign, Guard Rail
& Fence Installer; Signal Person; Sound Barrier Installer;
Storm & Sanitary Sewer; Swanper; Truck Spotter & Dunper;

W ecki ng of Concrete Forns; Ceneral C eanup

GROUP 2 - Batter Board Man (Sanitary & Storm Sewer);

Bri ckmason Tender; Mortar M xer Qperator; Scaffold Buil der;
Burner & Wl der; Bushammer; Chain Saw Operator; Concrete
Saw Operator; Deckhand Scow Man; Dry Cenment Handl er;

Envi ronnental - Nucl ear, Radiation, Toxic & Hazardous Waste
- Level C Forklift Operator for Masonary; Form Setter;
Green Concrete Cutting; Hand Operated Grouter & Ginder
Machi ne Qperator; Jackhammer; Pavenent Breaker; Paving

Joi nt Machi ne; Pipelayer; Plastic Pipe Fusion; Power Driven
Ceorgi a Buggy & Wieel Barrow, Power Post Hol e Di gger;
Precast Manhol e Setter; Wl k-Behi nd Tanper; Wal k- Behi nd
Trencher; Sand Bl aster; Concrete Chipper; Surface Ginder;
Vi brator Qperator; Wagon Driller

GROUP 3 - Asphalt Luteman & Raker; Qunnite Nozzl eman; Gunnite
Qperator & Mxer; Gout Punmp Cperator; Side Rail Setter;

Rai| Paved Ditches; Screw Operator; Tunnel (Free Air);

Water Bl aster

GROUP 4 - Caisson Worker (Free Air); Cement Finisher;

Envi ronnental - Nucl ear, Radiation, Toxic & Hazardous Waste
- Levels A& B; Mner &Driller (Free Air); Tunnel Blaster;
& Tunnel Mucker (Free Air); Directional & Horizontal

Boring; Air Track Driller (Al Types); Powderman & Bl aster;
Troxl er & Concrete Tester if Laborer is Uilized

* LABQ0265- 009 05/01/2012

BOONE, CAMPBELL & KENTON COUNTI ES:

Rat es Fri nges
LABORER
GROUP 1...... . $ 26.22 9.20
GROUP 2. ... oo $ 26.39 9.20
GROUP 3. . $ 26.72 9.20
GROUP 4. ... i $ 27.17 9.20

LABORER CLASSI FI CATI ONS
GROUP 1 - Asphalt Laborer; Carpenter Tender; Concrete Curing

Applicator; Dunp Man (Batch Truck); Guardrail and Fence
Installer; Joint Setter; Laborer (Construction); Landscape
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Laborer; Hi ghway Lighting Wrker; Signalization Wrker;
Mesh Handl ers & Pl acer; Right-of-way Laborer; Riprap
Laborer & Grouter; Scaffold Erector; Seal Coating; Surface
Treatment or Road M x Laborer; Sign Installer; Slurry Seal;
Uility Man; Bridge Man; Handyman; Waterproofing Laborer;
Fl agper son; Hazardous Waste (level D); Diver Tender; Zone
Person & Traffic Control

GROUP 2 - Skid Steer; Asphalt Raker; Concrete Puddler; Kettle
Man (Pipeline); Machine Driven Tools (Gas, Electric, Air);
Mason Tender; Brick Paver; Mrtar M xer; Power Buggy or
Power Whieel barrow, Sheeting & Shoring Man; Surface G i nder
Man; Pl astic Fusing Machi ne Operator; Pug MII Operator; &
Vacuum Devi ces (wet or dry); Roddi ng Machi ne Operator;

Di ver; Screwman or Paver; Screed Person; Water Blast, Hand
Hel d Wand; Punps 4" & Under (Gas, Air or Electric) &
Hazardous Waste (level C); Air Track and Wagon Drill;

Bott om Person; Cof ferdam (bel ow 25 ft. deep); Concrete Saw
Person; Cutting with Burning Torch; Form Setter; Hand

Spi ker (Railroad); Pipelayer; Tunnel Laborer (w thout air)
& Cai sson; Underground Person (working in Sewer and
Waterline, Cleaning, Repairing & Reconditioning);

Sandbl aster Nozzl e Person; & Hazardous Waste (| evel B)

GROUP 3 - Bl aster; Micker; Powder Person; Top Lander;

W encher (Mechanical Joints & Uility Pipeline); Yarner;
Hazardous Waste (level A); Concrete Specialist; Concrete
Crew in Tunnels (Wth Air-pressurized - $1.00 prem un;
Curb Setter & Cutter; G ade Checker; Uility Pipeline
Tapper; Waterline; and Caul ker

GROUP 4 - Mner; & @Qunite Nozzle Person
TUNNEL LABORER W TH Al R- PRESSURI ZED ADD $1. 00 TO BASE RATE

SI GNAL PERSON W LL RECEI VE THE RATE EQUAL TO THE RATE PAI D
THE LABORER CLASSI FI CATION FOR WHICH HE OR SHE | S
SI GNALI NG

PAI NO012- 016 05/01/2012

Rat es Fri nges
Pai nters:
Bridge............. ... ...... $ 24.10 8.33
Bri dge Equi pnent Tender
and Contai nnent Builder..... $ 20.49 8.33
Brush & Roller.............. $ 23.10 8.33
Sandbl asting & Water
Blasting.................... $ 23.85 8.33
Spray. ... $ 23.60 8.33
PLUMD392- 008 06/01/2012
Rat es Fri nges
PLUMBER. . .. ... o $ 29.30 16. 59

SUKY2010- 161 02/ 05/ 1996
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Rat es Fri nges
Truck drivers:
GROUP 1...... . $ 15.85 4.60
GROUP 2. ... oo $ 16. 29 4. 60

TRUCK DRI VER CLASSI FI CATI ONS
GROUP 1 - Driver

GROUP 2 - Euclid Wagon; End Dunp; Lowboy; Heavy Duty
Equi prent; Tractor-Trailer Comnbination; & Drag

VELDERS - Receive rate prescribed for craft perform ng
operation to which welding is incidental

Unlisted classifications needed for work not included within
the scope of the classifications |listed may be added after
award only as provided in the | abor standards contract cl auses
(29CFR 5.5 (a) (1) (ii)).

The body of each wage determination lists the classification
and wage rates that have been found to be prevailing for the
cited type(s) of construction in the area covered by the wage
determ nation. The classifications are listed in al phabetica
order of "identifiers"” that indicate whether the particul ar
rate i s union or non-union.

Uni on ldentifiers

An identifier enclosed in dotted |lines beginning with
characters other than "SU' denotes that the union
classification and rate have found to be prevailing for that
classification. Exanple: PLUWM198-005 07/01/2011. The first
four letters , PLUM indicate the international union and the
four-digit number, 0198, that follows indicates the |ocal union
nunber or district council nunmber where applicable , i.e.

Pl unmbers Local 0198. The next nunber, 005 in the example, is
an internal nunber used in processing the wage determ nation
The date, 07/01/2011, followi ng these characters is the
effective date of the nbst current negotiated rate/collective
bar gai ni ng agreement which would be July 1, 2011 in the above
exanpl e.

Union prevailing wage rates will be updated to reflect any
changes in the collective bargai ning agreenments governing the
rates.

0000/ 9999: wei ghted uni on wage rates will be published annually
each January.
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Non- Uni on ldentifiers

Classifications listed under an "SU' identifier were derived
from survey data by conputing average rates and are not union
rates; however, the data used in conputing these rates may

i ncl ude both union and non-uni on data. Exanple: SULA2004-007
5/ 13/ 2010. SU indicates the rates are not union nmajority rates,
LA indicates the State of Louisiana; 2004 is the year of the
survey; and 007 is an internal nunmber used in producing the
wage determ nation. A 1993 or l|ater date, 5/13/2010, indicates
the classifications and rates under that identifier were issued
as a CGeneral Wage Determ nation on that date.

Survey wage rates will remain in effect and will not change
until a new survey is conducted.

WAGE DETERM NATI ON APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can
be:

an exi sting published wage determ nation
a survey underlying a wage determnation
a Wage and Hour Division letter setting forth a position on
a wage determ nation matter
* a conformance (additional classification and rate) ruling

On survey related matters, initial contact, including requests
for sunmaries of surveys, should be with the Wage and Hour
Regional O fice for the area in which the survey was conducted
because those Regional Ofices have responsibility for the
Davi s- Bacon survey program If the response fromthis initial
contact is not satisfactory, then the process described in 2.)
and 3.) should be followed.

Wth regard to any other matter not yet ripe for the formal
process described here, initial contact should be with the
Branch of Construction Wage Determ nations. Wite to:

Branch of Constructi on Wage Determ nations
Wage and Hour Division

U S. Department of Labor

200 Constitution Avenue, N W

Washi ngt on, DC 20210

2.) If the answer to the question in 1.) is yes, then an
interested party (those affected by the action) can request
revi ew and reconsideration fromthe Wage and Hour Admi ni strator
(See 29 CFR Part 1.8 and 29 CFR Part 7). Wite to:

Wage and Hour Admi ni strator
U S. Department of Labor

200 Constitution Avenue, N W
Washi ngt on, DC 20210
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The request shoul d be acconpanied by a full statement of the
interested party's position and by any information (wage
paynment data, project description, area practice material,
etc.) that the requestor considers relevant to the issue.

3.) If the decision of the Adm nistrator is not favorable, an
interested party may appeal directly to the Admi nistrative
Revi ew Board (formerly the Wage Appeals Board). Wite to:

Adm ni strative Revi ew Board
U S. Department of Labor

200 Constitution Avenue, N W
Washi ngt on, DC 20210

4.) Al decisions by the Admi nistrative Review Board are final.

END OF GENERAL DECI SI ON
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Fringe benefit amounts are applicable for al hours worked except when otherwise noted.

These rates are listed pursuant to the Kentucky Determination No. CR-111-1V-HWY dated
September 5, 2012.

No laborer, workman or mechanic shall be paid at a rate less than that of a Journeyman except
those classified as bona fide apprentices.

Apprentices or trainees shall be permitted to work as such subject to Administrative Regulations
adopted by the Commissioner of Workplace Standards. Copies of these regulations will be
furnished upon request from any interested person.

Before using apprentices on the job the contractor shall present to the Contracting Officer written
evidence of registration of such employees in a program of a State apprenticeship and training
agency approved and recognized by the U. S. Bureau of Apprenticeship and Training. In the
absence of such a State agency, the contractor shall submit evidence of approval and registration
by the U. S. Bureau of Apprenticeship and Training.

The contractor shall submit to the Contracting Officer, written evidence of the established
apprenticeship-journeyman ratios and wage rates in the project area, which will be the basis for
establishing such ratios and rates for the project under the applicable contract provisions.

TO: EMPLOYERSEMPLOYEES

PREVAILING WAGE SCHEDULE:

The wages indicated on this wage schedule are the least permitted to be paid for the
occupations indicated. When an employee works in more than one classification, the
employer must record the number of hoursworked in each classification at the prescribed
hourly baserate.

OVERTIME:

Overtime isto be paid after an employee works eight (8) hours a day or forty (40) hours a
week, whichever givesthe employee the greater wages. At least time and one-half the base
rateisrequired for all overtime. A laborer, workman or mechanic and an employer may
enter into a written agreement or a collective bargaining agreement to work more than
eight (8) hours a calendar day but not more than ten (10) hours a calendar day for the
straight time hourly rate. Wage violations or questions should be directed to the
designated Engineer or the undersigned.

Ryan Griffith, Director
Division of Construction Procurement
Frankfort, Kentucky 40622
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INSURANCE

The Contractor shall procure and maintain the following insurance in addition to the insurance required by law:

1) Commercial General Liability-Occurrence form — not less than $2,000,000 General aggregate,
$2,000,000 Products & Completed Aggregate, $1,000,000 Personal & Advertising, $1,000,000 each
occurrence.

2) Automobile Liability- $1,000,000 per accident
3) Employers Liability:

a) $100,000 Each Accident Bodily Injury
b) $500,000 Policy limit Bodily Injury by Disease
c) $100,000 Each Employee Bodily Injury by Disease

4) The insurance required above must be evidenced by a Certificate of Insurance and this Certificate of
Insurance must contain one of the following statements:
a) "policy contains no deductible clauses.”
b) "policy contains (amount) deductible property damage clause but company
will pay claim and collect the deductible from the insured.”

5) KENTUCKY WORKMEN'S COMPENSATION INSURANCE. The contractor shall furnish evidence
of coverage of all his employees or give evidence of self-insurance by submitting a copy of a certificate
issued by the Workmen's Compensation Board.

The cost of insurance is incidental to all contract items. All subcontractors must meet the same minimum
insurance requirements.
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PROPOSAL BID ITEMS

Report Date

Section: 0001 - ROADWAY

LINE
0010
0020
0030
0040
0050
0060
0070
0080
0090
0100
0110
0120
0130
0140
0150
0160
0170
0180
0190
0200
0210
0220
0230
0240

BID CODE
00190
00388
02562
02650
02650
02676
02676
02677
02720
03240
04830
04895
06510
06514
06565
06568
06573
06574
06575
06576
10020NS
10030NS
23158ES505
23625EC

ALT DESCRIPTION

LEVELING & WEDGING PG64-22

CL3 ASPH SURF 0.38B PG64-22

SIGNS

MAINTAIN & CONTROL TRAFFIC(KY 8)
MAINTAIN & CONTROL TRAFFIC(KY 1120)
MOBILIZATION FOR MILL & TEXT(KY 8)
MOBILIZATION FOR MILL & TEXT(KY 1120)
ASPHALT PAVE MILLING & TEXTURING
SIDEWALK-4 IN CONCRETE

BASE FAILURE REPAIR

LOOP WIRE

LOOP SAW SLOT AND FILL

PAVE STRIPING-TEMP PAINT-4 IN

PAVE STRIPING-PERM PAINT-4 IN

PAVE MARKING-THERMO X-WALK-6 IN
PAVE MARKING-THERMO STOP BAR-24IN
PAVE MARKING-THERMO STR ARROW
PAVE MARKING-THERMO CURV ARROW
PAVE MARKING-THERMO COMB ARROW
PAVE MARKING-THERMO ONLY

FUEL ADJUSTMENT

ASPHALT ADJUSTMENT

DETECTABLE WARNINGS

PAVE MARK THERMO-6 IN W CAT TRAXX

Section: 0002 - DEMOBILIZATION

LINE
0250

BID CODE
02569

ALT DESCRIPTION

DEMOBILIZATION

2/28/13

QUANTITY
244.00
3,545.00
900.00
1.00
1.00
1.00
1.00
3,545.00
912.00
1,715.00
1,488.00
944.00
14,000.00
14,000.00
7,188.00
1,717.00
12.00
38.00
10.00
11.00
5,216.00
9,190.00
1,216.00
215.00

QUANTITY
1.00

TON
TON
SQFT
LS
LS
LS
LS
TON
SQYD
SQYD
LF
LF
LF
LF
LF
LF
EACH
EACH
EACH
EACH
DOLL
DOLL
SQFT
LF

LS
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$5,216.00
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